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BARREL AND CYLINDER HOLDER

OPTIONAL:

Remove red spring

- from inside fixture
and replace with
green spring for
greater tension.
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HORIZONTAL SCRIBE HOLDER

SAA COMPLETE BARREL FIXTURE
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024-451

024-453

PART # DESCRIPTION QTy.
002-095 SETTING POINT 1
002-107 1/4-20 X 1/2 SHCS BLK 1
002-172 KNOB, PLASTIC 1
002-208 WASHER, .22 X .36 X .062 1
002-307 WASHER, .275 X .75 X .125 1
002-767 5/16-18 X 1 SHCS BLK. 4
002-831 SCREW, 8-32 3/8 TRUSHNS Z/P 1
003-431 | 8-32 THUMB SCREW FOR SHARPENING FIXTURES 1
003-455 BARREL FIXTURE BASE 1
003-456 | CLAMP BLOCK TO HOLD SUPPORTS IN POSITION 2
003-457 RIGID SUPPORT 1
003-458 RIGID END SUPPORT CONE MOUNT 1
003-459 SPRING LOADED ADJUSTABLE SUPPORT 1
003-460 SPRING LOADED SUPPORT CONE MOUNT FOR 1
ADJUSTABLE TENSION
003-461 | SPRING TENSION ADJUSTMENT SCREW FOR SAA 1
BARREL FIXTURE
003-462 | COMMON BEARING CONE FOR SPRING AND FIXED 2
SUPPORTS
003-463 RADIAL SCRIBE TOOL BASE 1
003-464 BASE BLOCK FOR AXIAL SCRIBE TOOL 1
(SAA BARREL FIXTURE)
003-465 AXIAL SCRIBE TOOL SPINDLE
011-188 .625 X .203 X .032
022-351 CARBIDE BLANK
022-370 NYLON TIPPED SET SCREW FOR DEG DIAL
024-393 3/16 X 1/2 TYPEH 1
024-451 FULL THREADED 1 3/4 LENGTH 10-32 SHCS 1
FOR LOCKUP
024-452 HEAVY SPRING 55LB AT .25 COMPRESSION 3/8 1
HOLE .5/16 ROD
024-453 LIGHT SPRING (LETTERING) 1
024-454 8-32 X 5/16 HALF DOG SHSS 1
024-455 NYLON TIPPED SHCS FOR USE AS

A CLAMP SCREW




