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X
X Y  B A L L  M O V E M E N T

Y  A X I S

X  A X I S

J A W S
Hex key hole  
in each jaw.

Insert 5 mm Hex Key into either side.
Turn to open and close jaws.

Once the Center Lock 
has been released, 
loosening and tightening 
the jaw thread allows the 
assembly to slide from 
side to side.

Jaw Assembly
Center Lock
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R O TAT I O N
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3 X  M A S T E R  C L A M P S

FIG.2

FIG.1

Match  
holes.

BOTTOM ANGLESIDE

C L A M P  AT TAC H M E N T

M A ST E R  J AW  S E AT

I N STA L L AT I O N
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The 3X Master Clamps are 
compatible with the 3X Holder 
(included).

502-547

502-509 502-082

523-520

502-505

502-507 502-508

502-506

The 3X Master Clamps are 
also compatible with these 3X 
fixtures (sold separately).

3 X  M A S T E R  C L A M P S 
+  F I X T U R E S

O P T I O N A L

F I X T U R E  I N  J AW S
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3 X  H O L D E R  M O V E M E N T
T I LT

R OTAT I O N

Jaws may need to be 
loosened slightly to 
rotate holder.
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502-509 502-082

523-520

502-505

502-507 502-508

502-506

The 3X Holder is compatible 
with these 3X fixtures (sold 
separately).

3 X  H O L D E R  +  F I X T U R E S

Rotate and tilt the 3X 
Holder to whatever 
position you need to 
access your work.

FIG.1

FIG.2

FIG.3

FIG.4
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3 X  H O L D E R  +  C O L L E T S
H O R I ZO N TA L  R I N G  
H O L D I N G

FIG.1

FIG.2

FIG.3

502-504 Brass Collets
500-504 Plastic Collets
523-059 Radius Divider
502-004 Screw

DO NOT OVERTIGHTEN COLLETS.
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3 X  H O L D E R  +  C O L L E T S
V E R T I CA L  R I N G  
H O L D I N G

FIG.1

FIG.2

FIG.3

FIG.4

R A D I U S  D I V I D E R

The brass collets offer the 
option of fitting rings to the 
center of the collet or on the 
seat on either end.  

CENTERED

SEATED
DO NOT  

OVERTIGHTEN COLLETS.
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O R B I T A L  B A L L  +  J A W S
C L A M P  AT TAC H M E N T

M A ST E R  J AW  S E AT

I N STA L L AT I O N

BOTTOM ANGLESIDE

FIG.2

FIG.1

523-034

Additional Orbital Ball and 
screw available (500-546).

523-033



Page 11 of 12 LIT-519

502-509

502-082

502-505 502-507

502-508

The Orbital Ball and Jaws 
are compatible with these 3X 
fixtures (sold separately).

O R B I TA L  B A L L  I N STA L L AT I O N

FIG.3

FIG.4

FIG.5

FIG.2

FIG.1

ANGLE

FLAT The 3X Orbital Ball and Jaws 
are compatible with the 3X 
Holder (included).

502-547
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500-001 500-002

500-006 500-007 500-010500-009

500-003 500-004 500-005

502-078

The XY Ball is also compatible with these QC Workholding Fixtures  
(sold separately).

PART # DESCRIPTION QTY
XY BALL

003-306 Brake & Drag Spring 1
003-307 Brake Element 1
003-311 Bearing Retainer 1
003-312 Bearing Spacer Brake Rotor 1
003-322 416 Stainless Steel 80 mm Ball 

Base for Engravable MicroBlock
1

022-379 R8 Shielded Bearing 2
022-380 Tolerance Ring 2
022-382 M10 X 1.5 Flat Nose Set Screw 

X 8mm
1

022-823 M5 X .8 X 10mm Long SHCS 1
500-030 3x Flat Clamp w/Hole (Left 

Hand )
1

500-031 3X Flat Clamp w/o Hole (Right 
Hand)

1

502-060 Dovetail Base & Bearing Mount 1
502-061 Dovetail Plate 1
502-063 Centering Screw 1
502-064 Threaded Eccentric Pin “Lock” 1
502-065 Top Crown Half Locking Side 1
502-066 Top Crown Half Non Locking 1
502-067 Jaw Clamp Screw 1
502-068 Master Jaw Left Hand Thread 1
502-069 Master Jaw Right Hand Thread 1
502-079 Locking Cylinder 1
523-124 M3 X .5 Set Screw 3 mm Long 2
523-125 M5 X .8 Set Screw 10 mm Long 2
523-126 M5x.8  8 mm Long 18-8 

Stainless Steel Torx Drive Flat 
Head Screw

8

523-131 Alloy Steel Dowel Pin 1/8 X 3/16 
Plain Finish

4

3X HOLDER
500-026 3X Mounting Stem & Pivot 1
500-027 3X Holder Body 1
500-028 3X Threaded Clamp Nut 1
500-029 3X Mandrel Expansion Cone 1
523-040 3X Holder Custom-made Screw 2
502-019 M6 Screw with Tapered Head 1
523-163 O-Ring, 8 mm X 1 mm 90 Black 2

022-379

022-380

003-312

022-379

022-380

003-311

022-823
003-322

003-307
003-306
022-382

502-060

502-069

500-030
502-067

500-031

502-066

502-065

502-063

502-064

502-061

502-068
523-131 (4X)
523-124 (2X)

502-079

523-125

523-126 (8X)

500-027

500-028

500-029

500-026
523-040

502-019
523-163

(Extra)


