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SAFETY DATA SHEET
1. PRODUCT IDENTIFICATION
MATERIAL NAME: DIAMOND WHEELS

TRADE NAME: Diamond Wheels
PART NUMBERS: 001‑130, 001‑131, 001‑132, 001‑233, 001‑233SUNNEN, 

001‑234, 001‑234SUNNEN, 001‑235, 001‑235SUNNEN, 
001‑236, 001‑236SUNNEN, 001‑328, 001‑329, 001‑330, 
001‑331, 001‑332, 001‑333, 001‑372, 001‑387, 001‑525B, 
001‑543B, 001‑600, 001‑600‑220, 001‑605, 001‑605‑220, 
001‑612, 001‑612‑220, 001‑635, 001‑636, 001‑661, 001‑664, 
001‑807, 001‑809, 001‑831, 001‑831‑220, 001‑834, 001‑835, 
001‑896, 001‑896‑220, 001‑920, 001‑921, 001‑922, 001‑957, 
001‑970, 001‑970‑220, 002‑055, 002‑138, 002‑139, 003‑510, 
003‑557, 003‑560, 003‑572, 003‑577, 003‑610, 003‑611, 
011‑198, 011‑212, 011‑254, 011‑080, 011‑087, 011‑088, 
011‑113, 011‑194

DISTRIBUTOR’S NAME: Glendo LLC
ADDRESS: 900 Overlander Road, Emporia, KS 66801
PHONE: (620) 343‑1084

This product does not require an SDS per OSHA definition.
PRODUCT IDENTIFICATION: Diamond Lapidary Tooling
Diamond Lapidary Tooling is classified as an “article” by the hazard communication standard and is thereby exempt from 
the SDS standard as it meets all 3 criteria listed below.

Per OSHA regulation 29CFR 1910.1200 (c) “article” means a manufactured item other than a fluid or particle:
I. Which is formed to a specific shape or design during manufacture;
II. Which has an end use function(s) dependent in whole or in part upon its shape or design during end use; and
III. Which under normal conditions of use does not release more than very small quantities, e.g., minute or trace 

amounts of hazardous chemicals, and does not pose a physical hazard or health risk to employees. 
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